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CASTING HIGHER STANDARDS BUREAU VERITAS

Certification

OCKOVADLA

Materialy, ur¢ené pro ockovani litin s kuliCkovym a lupinkovym grafitem.

Nazev Si (%) Al (%) Ca (%) ostatni (%) ostatni (%)
75-INOCULANT|  70-75 0.6-15 0.6-15 i i
HIAL 70-75 35-45 05-15 - -

ZIMAN 60 - 69 0.5-15 05-20 |Ba=03-1,0 [ #2020

HIMAN 60 - 65 1,0-15 10-15 | Ba=40-60 [Mn=9,0-110

STRON 75 70-75 0,5 MAX 01MAX | Sr=06-10 :
STRON 50 46 - 50 0.5 MAX 01MAX | Sr=06-10 :
RECAL 70-75 0.5-1,0 05-10 |KVZ=15-20 -
BACAL 70-75 | 075-125 | 075-125 |[Ba=0,75-1,25 -
HIBACAL 65 - 75 0.5-15 10-20 |Ba=20-30 -
ZIRCAL 70-75 10-15 15-25 | zr=1,0-20 -

BIAL 60 - 70 0.8-15 10-15 |[KvZ=06-1,0| Bi=08-10
LACAL 50 - 60 0.8-1,25 18-25 |La=175-2.25 -
XBACAL 60 - 65 0.8-15 08-15 |Ba=7,0-110 -

Standardni zrnitosti: 6 - 12 mm, 2-10 mm, 2 -6 mm, 0,5-3 mm, 0,5 -2 mm,
0,2-0,7 mm, 0,2 -0,5mm

Standardni baleni: 25 kg papirovy pytel, 50 kg pytel, 100 kg sud, 100 kg pytel, 250 kg sud,
250 kg pytel, 500 kg pytel, 1 000 kg Big-Bag

Firma METOS v.o.s. je vyhradnim zastupcem spolecnosti
SNAM ALLOYS PVT. LTD pro CR a SR.
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